




PERC PURCHASES RUNNING TOTAL 

Total From Last Month    

Subtract Perc Purchased 
in August 2008 

  

SUBTOTAL    

Purchase 
Date 

Purchase 
Amount 

12‐Month 
Running Total 

  +   
  +   

WEEKLY MONITORING LOG  

Date 

Condenser 
Pressure 
(L/H) OR 
Temp 

Is Condenser 
Pressure in 
Range or Is 

Temp ≤ 45°F ? 
(check appropriate box) 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

Is Concentration 
below 

threshold? 
(check appropriate box) 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

C‐Adsorber 
Exhaust 

Concentration 
(ppm) 

 

 

 

 

 

AUGUST 2009 

WEEKLY LEAK INSPECTION AND REPAIR LOG 
Inspection Method1    P      D    P      D    P      D    P      D    P      D   

Date Parts 
Ordered2 

 

Date Parts 
Received 

 

Date 
Repaired3 

Date Inspected                

Equipment Type  Circle Yes or No to Indicate Presence of System Leaks 

Hoses and connections  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Door gasket, seating  Yes     No Yes     No  Yes     No  Yes     No  Yes     No          

Pumps  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Solvent tanks  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Water separator  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Muck cookers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Still  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Exhaust dampers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Diverter valves  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Filter gasket  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Cartridge filter  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Waste Containers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No  Labeled?   Y    N     Dated?   Y    N      Covered?  Y   N 
Notes:  1.  Inspection Method “P” = Perceptible (feel, sight, smell); Inspection Method “D” = Vapor Detector 
             2.  Parts must be ordered within 2 days of detecting leaks 
             3.  Repairs must be made within 24 hours of detection or 5 days of receiving ordered parts 



S U N   M O N   T U E   W E D   T H U   F R I   S A T  

      1 

2 3 4 5 6 7 8 

9 10 11 12 13 14 15 

16 17 18 19 20 21 22 

23/30 24/31 25 26 27 28 29 

A U G U S T   2 0 0 9  
Use your halogenated hydrocarbon detector monthly to detect perchloroethylene (perc) leaks and maintain records.   

The halogenated hydrocarbon detector is a portable device that must be capable of detecting Perc vapor concentrations of 25 ppm by volume. 

Monitor equipment 
efficiency by 
determining the 
pounds of clothes 
cleaned per drum 
of solvent used. 

Tip of the Month:   

Have you changed your waste water treatment filter according to the manufacturer’s specifications? 

Change of ownership?  Submit NEW Initial and Compliance Notification forms 

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  



PERC PURCHASES RUNNING TOTAL 

Total From Last Month    

Subtract Perc Purchased 
in September 2008 

  

SUBTOTAL    

Purchase 
Date 

Purchase 
Amount 

12‐Month 
Running Total 

  +   
  +   

WEEKLY MONITORING LOG  

Date 

Condenser 
Pressure 
(L/H) OR 
Temp 

Is Condenser 
Pressure in 
Range or Is 

Temp ≤ 45°F ? 
(check appropriate box) 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

Is Concentration 
below 

threshold? 
(check appropriate box) 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

C‐Adsorber 
Exhaust 

Concentration 
(ppm) 

 

 

 

 

 

September 2009 

WEEKLY LEAK INSPECTION AND REPAIR LOG 
Inspection Method1    P      D    P      D    P      D    P      D    P      D   

Date Parts 
Ordered2 

 

Date Parts 
Received 

 

Date 
Repaired3 

Date Inspected                

Equipment Type  Circle Yes or No to Indicate Presence of System Leaks 

Hoses and connections  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Door gasket, seating  Yes     No Yes     No  Yes     No  Yes     No  Yes     No          

Pumps  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Solvent tanks  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Water separator  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Muck cookers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Still  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Exhaust dampers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Diverter valves  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Filter gasket  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Cartridge filter  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Waste Containers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No  Labeled?   Y    N     Dated?   Y    N      Covered?  Y   N 
Notes:  1.  Inspection Method “P” = Perceptible (feel, sight, smell); Inspection Method “D” = Vapor Detector 
             2.  Parts must be ordered within 2 days of detecting leaks 
             3.  Repairs must be made within 24 hours of detection or 5 days of receiving ordered parts 



S U N   M O N   T U E   W E D   T H U   F R I   S A T  

  1 2 3 4 5 

6 7 8 9 10 11 12 

13 14 15 16 17 18 19 

20 21 22 23 24 25 26 

27 28 29 30    

S E P T E M B E R   2 0 0 9  
Use your halogenated hydrocarbon detector monthly to detect perchloroethylene (perc) leaks and maintain records.   

The halogenated hydrocarbon detector is a portable device that must be capable of detecting Perc vapor concentrations of 25 ppm by volume. 

Avoid overloading 
or under loading 
of the machine 
to maximize 
solvent  efficiency.  
 

Tip of the Month:   

Have you changed your waste water treatment filter according to the manufacturer’s specifications? 

Change of ownership?  Submit NEW Initial and Compliance Notification forms 

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  



PERC PURCHASES RUNNING TOTAL 

Total From Last Month    

Subtract Perc Purchased 
in October 2008 

  

SUBTOTAL    

Purchase 
Date 

Purchase 
Amount 

12‐Month 
Running Total 

  +   
  +   

WEEKLY MONITORING LOG  

Date 

Condenser 
Pressure 
(L/H) OR 
Temp 

Is Condenser 
Pressure in 
Range or Is 

Temp ≤ 45°F ? 
(check appropriate box) 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

Is Concentration 
below 

threshold? 
(check appropriate box) 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

C‐Adsorber 
Exhaust 

Concentration 
(ppm) 

 

 

 

 

 

October 2009 

WEEKLY LEAK INSPECTION AND REPAIR LOG 
Inspection Method1    P      D    P      D    P      D    P      D    P      D   

Date Parts 
Ordered2 

 

Date Parts 
Received 

 

Date 
Repaired3 

Date Inspected                

Equipment Type  Circle Yes or No to Indicate Presence of System Leaks 

Hoses and connections  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Door gasket, seating  Yes     No Yes     No  Yes     No  Yes     No  Yes     No          

Pumps  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Solvent tanks  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Water separator  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Muck cookers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Still  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Exhaust dampers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Diverter valves  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Filter gasket  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Cartridge filter  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Waste Containers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No  Labeled?   Y    N     Dated?   Y    N      Covered?  Y   N 
Notes:  1.  Inspection Method “P” = Perceptible (feel, sight, smell); Inspection Method “D” = Vapor Detector 
             2.  Parts must be ordered within 2 days of detecting leaks 
             3.  Repairs must be made within 24 hours of detection or 5 days of receiving ordered parts 



S U N   M O N   T U E   W E D   T H U   F R I   S A T  

    1 2 3 

4 5 6 7 8 9 10 

11 12 13 14 15 16 17 

18 19 20 21 22 23 24 

25 26 27 28 29 30 31 

O C T O B E R   2 0 0 9  
Use your halogenated hydrocarbon detector monthly to detect perchloroethylene (perc) leaks and maintain records.   

The halogenated hydrocarbon detector is a portable device that must be capable of detecting Perc vapor concentrations of 25 ppm by volume. 

A tiny drip or leak 
through a door 
gasket, valve, or seal 
can increase your 
solvent costs!  

Tip of the Month:   

Have you changed your waste water treatment filter according to the manufacturer’s specifications? 

Change of ownership?  Submit NEW Initial and Compliance Notification forms 

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  



PERC PURCHASES RUNNING TOTAL 

Total From Last Month    

Subtract Perc Purchased 
in November 2008 

  

SUBTOTAL    

Purchase 
Date 

Purchase 
Amount 

12‐Month 
Running Total 

  +   
  +   

WEEKLY MONITORING LOG  

Date 

Condenser 
Pressure 
(L/H) OR 
Temp 

Is Condenser 
Pressure in 
Range or Is 

Temp ≤ 45°F ? 
(check appropriate box) 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

Is Concentration 
below 

threshold? 
(check appropriate box) 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

C‐Adsorber 
Exhaust 

Concentration 
(ppm) 

 

 

 

 

 

November 2009 

WEEKLY LEAK INSPECTION AND REPAIR LOG 
Inspection Method1    P      D    P      D    P      D    P      D    P      D   

Date Parts 
Ordered2 

 

Date Parts 
Received 

 

Date 
Repaired3 

Date Inspected                

Equipment Type  Circle Yes or No to Indicate Presence of System Leaks 

Hoses and connections  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Door gasket, seating  Yes     No Yes     No  Yes     No  Yes     No  Yes     No          

Pumps  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Solvent tanks  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Water separator  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Muck cookers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Still  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Exhaust dampers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Diverter valves  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Filter gasket  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Cartridge filter  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Waste Containers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No  Labeled?   Y    N     Dated?   Y    N      Covered?  Y   N 
Notes:  1.  Inspection Method “P” = Perceptible (feel, sight, smell); Inspection Method “D” = Vapor Detector 
             2.  Parts must be ordered within 2 days of detecting leaks 
             3.  Repairs must be made within 24 hours of detection or 5 days of receiving ordered parts 



S U N   M O N   T U E   W E D   T H U   F R I   S A T  

1 2 3 4 5 6 7 

8 9 10 11 12 13 14 

15 16 17 18 19 20 21 

22 23 24 25 26 27 28 

29 30      

N O V E M B E R   2 0 0 9  
Use your halogenated hydrocarbon detector monthly to detect perchloroethylene (perc) leaks and maintain records.   

The halogenated hydrocarbon detector is a portable device that must be capable of detecting Perc vapor concentrations of 25 ppm by volume. 

Open button traps 
and lint gaskets only 
long enough for 
cleaning. 
   

Clean lint screens 
regularly to avoid 
clogging fans and 
condensers.  

Tip of the Month:   

Have you changed your waste water treatment filter according to the manufacturer’s specifications? 

Change of ownership?  Submit NEW Initial and Compliance Notification forms 

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  



PERC PURCHASES RUNNING TOTAL 

Total From Last Month    

Subtract Perc Purchased 
in December 2008 

  

SUBTOTAL    

Purchase 
Date 

Purchase 
Amount 

12‐Month 
Running Total 

  +   
  +   

WEEKLY MONITORING LOG  

Date 

Condenser 
Pressure 
(L/H) OR 
Temp 

Is Condenser 
Pressure in 
Range or Is 

Temp ≤ 45°F ? 
(check appropriate box) 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

Is Concentration 
below 

threshold? 
(check appropriate box) 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

C‐Adsorber 
Exhaust 

Concentration 
(ppm) 

 

 

 

 

 

December 2009 

WEEKLY LEAK INSPECTION AND REPAIR LOG 
Inspection Method1    P      D    P      D    P      D    P      D    P      D   

Date Parts 
Ordered2 

 

Date Parts 
Received 

 

Date 
Repaired3 

Date Inspected                

Equipment Type  Circle Yes or No to Indicate Presence of System Leaks 

Hoses and connections  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Door gasket, seating  Yes     No Yes     No  Yes     No  Yes     No  Yes     No          

Pumps  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Solvent tanks  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Water separator  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Muck cookers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Still  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Exhaust dampers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Diverter valves  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Filter gasket  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Cartridge filter  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Waste Containers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No  Labeled?   Y    N     Dated?   Y    N      Covered?  Y   N 
Notes:  1.  Inspection Method “P” = Perceptible (feel, sight, smell); Inspection Method “D” = Vapor Detector 
             2.  Parts must be ordered within 2 days of detecting leaks 
             3.  Repairs must be made within 24 hours of detection or 5 days of receiving ordered parts 



S U N   M O N   T U E   W E D   T H U   F R I   S A T  

  1 2 3 4 5 

6 7 8 9 10 11 12 

13 14 15 16 17 18 19 

20 21 22 23 24 25 26 

27 28 29 30 31   

D E C E M B E R   2 0 0 9  
Use your halogenated hydrocarbon detector monthly to detect perchloroethylene (perc) leaks and maintain records.   

The halogenated hydrocarbon detector is a portable device that must be capable of detecting Perc vapor concentrations of 25 ppm by volume. 

Tip of the Month:   

Have you changed your waste water treatment filter according to the manufacturer’s specifications? 

Change of ownership?  Submit NEW Initial and Compliance Notification forms 

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Install energy 
efficient fluorescent 
lighting such as 
• T8 and T12 tube 

fixtures 
• Compact fluores-

cent bulbs in place 
of incandescent 
bulbs 

Be sure to recycle 
used fluorescent 
tubes.  

 



PERC PURCHASES RUNNING TOTAL 

Total From Last Month    

Subtract Perc Purchased 
in January 2009 

  

SUBTOTAL    

Purchase 
Date 

Purchase 
Amount 

12‐Month 
Running Total 

  +   
  +   

WEEKLY MONITORING LOG  

Date 

Condenser 
Pressure 
(L/H) OR 
Temp 

Is Condenser 
Pressure in 
Range or Is 

Temp ≤ 45°F ? 
(check appropriate box) 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

 
  Yes    No 

Is Concentration 
below 

threshold? 
(check appropriate box) 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

 Yes    No 

C‐Adsorber 
Exhaust 

Concentration 
(ppm) 

 

 

 

 

 

January 2010 

WEEKLY LEAK INSPECTION AND REPAIR LOG 
Inspection Method1    P      D    P      D    P      D    P      D    P      D   

Date Parts 
Ordered2 

 

Date Parts 
Received 

 

Date 
Repaired3 

Date Inspected                

Equipment Type  Circle Yes or No to Indicate Presence of System Leaks 

Hoses and connections  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Door gasket, seating  Yes     No Yes     No  Yes     No  Yes     No  Yes     No          

Pumps  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Solvent tanks  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Water separator  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Muck cookers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Still  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Exhaust dampers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Diverter valves  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Filter gasket  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Cartridge filter  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No          

Waste Containers  Yes     No  Yes     No  Yes     No  Yes     No  Yes     No  Labeled?   Y    N     Dated?   Y    N      Covered?  Y   N 
Notes:  1.  Inspection Method “P” = Perceptible (feel, sight, smell); Inspection Method “D” = Vapor Detector 
             2.  Parts must be ordered within 2 days of detecting leaks 
             3.  Repairs must be made within 24 hours of detection or 5 days of receiving ordered parts 



S U N   M O N   T U E   W E D   T H U   F R I   S A T  

     1 2 

3 4 5 6 7 8 9 

10 11 12 13 14 15 16 

17 18 19 20 21 22 23 

24 25 26 27 28 29 30/31 

J A N U A R Y   2 0 1 0  
Use your halogenated hydrocarbon detector monthly to detect perchloroethylene (perc) leaks and maintain records.   

The halogenated hydrocarbon detector is a portable device that must be capable of detecting Perc vapor concentrations of 25 ppm by volume. 

Remember to keep 
all equipment 
operational manuals 
available. 
Be sure employees 
are aware of 
emergency shut-
down procedures 
for machines. 

Tip of the Month:   

Have you changed your waste water treatment filter according to the manufacturer’s specifications? 

Change of ownership?  Submit NEW Initial and Compliance Notification forms 

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  

Temp. Logged     
Press. Logged     

Inspect. Logged  




